
 

ATS-250-4 
AUTOMATIC TRANSFER PANEL 

 
GENERAL INFORMATION 
The Mecc Alte ATS-250-4 Automatic Transfer Panel controls switching between two electrical sources (mains, gensets, or 
a combination). 

●​ One mains and one stand-by genset 

●​ One mains and a group of stand-by gensets 

●​ Two gensets 

●​ Two Mains 

MAIN FEATURES OF THE AUTOMATIC TRANSFER PANEL 
●​ ATS115 Microprocessor based controller 

●​ Motorised changeover switch 

●​ Changeover switch with aux. contacts included. 

●​ Bottom entry for Incoming and Outgoing cables 

●​ Epoxy powder coating treatment colour RAL7035 

●​ IP54/55 External protection degree with closed door 

●​ 40 °C operating temperature. 

ATS115 MICROPROCESSOR BASED CONTROLLER  
The ATS115 controller is able to automatically detect mains 

failure and send a start/stop signal to the stand-by genset. 

The controller displays voltages, frequency, working hours 

and the battery voltage of the genset. 

 

■​ Graphic display 10 x 38mm 128 x 64 pixels. 

■​ Light indicators and ATS control buttons (Manual mode) 

■​ Genset start buttons (Manual mode) 

■​ Monitoring and program buttons 

■​ Operating mode buttons and indicator lights 

■​ Alarm and Remote start indicator lights 

 

 
AUTOMATIC TRANSFER PANEL SPECIFICATIONS 

Model 
 

Max Genset 
Power Current Rating Changeover 

Switch Type Switch Brand Enclosure 
dimension Weight 

kVA Amps   mm kg 

ATS-250-4 173 250 
Motorised 

changeover 
switch 

ABB 1000 x 600 x 250 56 
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